
9mm New V50	 1799 fps 

9mm Conditioned V50	 1794 fps

9mm BFS	 24.9 mm

9mm New RPI	 1249.3

9mm Conditioned RPI	 1245.8

.40 S&W New V50	         1608 fps

.40 S&W Conditioned V50	         1674 fps

.40 S&W BFS	         34.2 mm

.40 S&W New RPI	         1116.7

.40 S&W Conditioned RPI	         1162.5

READY IS THE ONLY OPTION.

NIJ 0101.06 
GPCIIIA-2
PX02
IIIA
Neutral
1.44 psf
0.36”
12
C1-C5
Aramid Laminate
2x2” Diamond Quilt, Perimeter 
Stitch, Shoulder Tack
200 Denier Ripstop Nylon,
Poly-backed, Ultra-Sonic Seams
Patented ProTect® Material
5 Years

STANDARD 
NIJ MODEL

SERIES 
THREAT LEVEL 

GENDER 
AREAL DENSITY 

THINNESS
PLY COUNT

SIZE RANGE
COMPOSITION

STITCHING

PANEL COVER

DESICCANT
WARRANTY

NIJ MADE IN

USA
06
CERT 

B A L L I S T I C  P E R F O R M A N C E  AT  C E R T I F I C AT I O N

T E C H N I CA L  S U M M A RY  &  N I J  DATA

P r o X  I I I A   PX0 2
T H R E AT

L E V E L

I I I A


